
Ficha técnica 3RK1904-2AB01

AS-Interface Addressing and diagnostic unit for active AS-i modules 
Intelligent sensors and actuators with functionality according to 
V2.1 with M12 socket Addressing of user modules via 3RK1901-
1MA00

Dados técnicos gerais

versão do produto Dispositivo de endereçamento para AS-Interface
Alimentação de corrente 4 pilhas IEC LR6 (NEDA 15) que garantem uma 

operacionalidade de, pelo menos, 2500 endereçamentos de 
aparelhos. Para a protecção das pilhas dá-se uma desconexão 
automática de cerca de 1 min após a última operação.

Corrente de funcionamento de medição le mA 100
outras indicações temperatura do mancal sem pilhas

Condições ambientais

Condições ambientais humidade relativa do ar máx. 75 %, evitar humidade
temperatura ambiente

● durante operação °C 0 ... 55
● durante o armazenamento °C -20 ... +55

Tipo de protecção
● aparelho IP50
● bucha de ligação IP20

Condições de aplicação apenas nos espaços interiores
Dados mecânicos

largura mm 84
altura mm 195
profundidade mm 35
Ligação através da bucha M12: Pin1=AS-i+; Pin3=AS-i-/GND; 

Pin2/4/5=Endereçamento IF
Certificados/Homologações

General Product Approval EMV Marine / Shipping other

Confirmation Confirmation

Environment

Environmental Con-
firmations

Outras informações
Informações sobre a embalagem
Informações sobre a embalagem
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_NSW0_XX_00804
https://support.industry.siemens.com/cs/WW/pt/ps/3RK1904-2AB01/Certificate?ct=439&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3RK1904-2AB01/Certificate?ct=439&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3RK1904-2AB01/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/pt/ps/3RK1904-2AB01/Certificate?ct=440&ci=4242&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3RK1904-2AB01/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/pt/ps/3RK1904-2AB01/Certificate?ct=447&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3RK1904-2AB01/Certificate?ct=5669&ci=498&cao=591
https://support.industry.siemens.com/cs/WW/pt/ps/3RK1904-2AB01/Certificate?ct=5669&ci=498&cao=591
Informa��es sobre a embalagem


Information- and Downloadcenter (catálogo, brochuras,…)
https://www.siemens.com/ic10
Industry Mall (encomendar online)
https://mall.industry.siemens.com/mall/pt/pt/Catalog/product?mlfb=3RK1904-2AB01
CAx Online Generator
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RK1904-2AB01
Service&Support (manuais, manuais de instruções, certificados, curva característica, FAQs,...)
https://support.industry.siemens.com/cs/ww/en/ps/3RK1904-2AB01
Base de dados das imagens (fotografias do produto,desenhos de medida em 2D, modelos em 3D, esquemas eléctricos, macros EPLAN... )
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RK1904-2AB01&lang=en
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https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/pt/pt/Catalog/product?mlfb=3RK1904-2AB01
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RK1904-2AB01
https://support.industry.siemens.com/cs/ww/en/ps/3RK1904-2AB01
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RK1904-2AB01&lang=en
https://support.industry.siemens.com/cs/ww/pt/pv/3RK19042AB01

