
Ficha técnica 3VL9300-3HR30

side wall moun. rot. op. 3VL1-3 with 1500mm Bowden cable rotary handle black

Versão

nome da marca do produto SENTRON
designação do produto Acionamento rotativo de parede lateral
versão do produto pega rotativa preto, com cabo Bowden 1500 mm

Projeto mecânico

peso líquido 1,9 kg
Homologações certificados

General Product Approval Test Certificates other

Confirmation Special Test Certific-
ate

Confirmation

other Environment

Miscellaneous Environmental Con-
firmations

Environmental Con-
firmations

Outras informações
Informações sobre a embalagem
Informações sobre a embalagem
Information- and Downloadcenter (Catalogs, Brochures,…)
http://www.siemens.com/lowvoltage/catalogs
Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/pt/pt/Catalog/product?mlfb=3VL9300-3HR30
Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/pt/ps/3VL9300-3HR30
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=3VL9300-3HR30
CAx-Online-Generator
http://www.siemens.com/cax
Tender specifications
http://www.siemens.com/specifications
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https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=439&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=439&ci=5596&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=439&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=447&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=447&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=5669&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=5669&ci=498&cao=553
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=5669&ci=498&cao=591
https://support.industry.siemens.com/cs/WW/pt/ps/3VL9300-3HR30/Certificate?ct=5669&ci=498&cao=591
Informa��es sobre a embalagem
http://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/pt/pt/Catalog/product?mlfb=3VL9300-3HR30
https://support.industry.siemens.com/cs/ww/pt/ps/3VL9300-3HR30
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=3VL9300-3HR30
http://www.siemens.com/cax
http://www.siemens.com/specifications
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=3VL93003HR30&lang=pt,XX
https://support.industry.siemens.com/cs/ww/pt/pv/3VL93003HR30
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